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Compact domestic hot water preparation

ESTIA DHW 
Monobloc

Highlights
Quiet & compact unit with integrated water tank for indoor installation
Efficient domestic hot water preparation up to +62°C
250 l version with additional heat exchanger for thermal solar energy available
Flexible connection options for supply and exhaust air

Air to water heat pumps in monobloc design for the preparation of domestic hot water up to +62°C. Compact unit for indoor 

installation in two versions with integrated 180 or 250 liter water tank. Flexible connection options for supply and exhaust 

air, Smart Grid Ready for the integration of photovoltaics. A 250 liter version with an additional heat exchanger for 

connection to thermal solar energy is available.

 

Concept & Efficiency
Integrated heat pump and hot water tank
Air as an energy source
Efficient domestic hot water preparation up to +62°C
Energy efficiency: Class A+
COP efficiency up to 3.57
eta efficiency up to 150%
Low-GWP refrigerant R1234ze
Small space requirement and easy installation
Flexible connection options for supply and exhaust air

Different variants
Heat pump with integrated 180 liter tank
Heat pump with integrated 250 liter tank
Heat pump with integrated 250 liter tank and additional 
heat exchanger

   

Operation & technical details
Integrated, intuitive control unit
Operating modes AUTO, ECO, SMART, BOOST, OUT, 
PROGRAM, NIGHT
Room cooling possible
Room dehumidification possible
Electric backup heater with 1.5 kW
Processing of the surplus signal from a PV system
Corrosion protection via magnesium anode
External static pressure up to 100 Pascal
Active (hot gas) or passive (air) defrosting
Durable enamelled tank


