TOSHIBA

Compact heating of process water

ESTIA DHW

Monobloc

Highlights

Compact device for indoor installation
Heating of process water to +65°C

With integrated 190 or 260 liter water tank

Low installation costs: just air and water connections required
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Symbol photo

Air/water heat pumps in monobloc design for heating process water to +65°C. Compact unit for indoor installation in two

basic versions with integrated 190 or 260 liter water tank. Flexible connection options for supply air and used air, connection

to Modbus possible as standard. Variants available for integration of photovoltaic or thermal solar system via additional heat

exchanger.

Attractive and economical

— Integrated heat pump and hot water tank
- High energy efficiency: Class A+

- COP efficiency up to 4.20

— Air cooling function

Resource-friendly

- Air as source of energy

— Environmentally-friendly refrigerant R134A
- Small footprint — diameter only 62 cm

% Different variants

— STANDARD with 190 or 260 liter tank

— ALTERNATIVE 180° position for water inlet

— DELUXE PCB integrated photovoltaics (Smart Grid ready)

— ADDITIONAL HEAT EXCHANGER integrated thermal solar
system

—>

Easy operation

— Integrated control unit

— Connection to Modbus possible

- Operating modes AUTO, ECO, BOOST, SILENT, HOLIDAY

Technical details

_ Controlled domestic ventilation possible

- Room cooling possible

— Room dehumidification possible

- Processing of surplus signal of a PV system

— Operating temperature range from -7°C to +40°C



