
TEXTILE DESIGN

High-wall unit HAORI
Highlights
Design unit with innovative textile concept
Dust filter, ozone air purifier and Ultra-Pure filter
Particulary quiet thanks to external PMV
(PMV kit required separately)

The special one. High quality individual look for offices, shops, hotels, restaurants, lounges, etc. Design highwall unit for 

combination with VRF outdoor units from the series MiNi-SMMS-e, SMMS-e, Smms-u, SHRM-e and SHRM-advance. Available 

in six capacities from 1.7 to 5.6 kW.

 

Design
Flexibly adaptable textile concept
Two fabric covers included, four more optional available
Sewing pattern available to realize custom covers

Performance
Whisper mode
Draught-free comfort: 3D Airflow
Intelligent airflow: Hada Careflow
Minimal noise thanks to external PMV

Clean room air
Washable dust filters that cover the entire heat 
exchanger
"Magic Coil" coating on the heat exchanger fins
Self-cleaning function dries the heat exchanger at the 
end of operation
Highly effective Ultra Pure filter of particle class 2.5 μ
Ozone air purifier with ionizer
Optional active carbon catechin filter strips (art. 
818F0023)
Optional IAQ filter strips (Art. 818F0036)

   

Operation & features
Conveniently operated design infrared remote control 
included
Automatic mode
Heating up to +30°C adjustable
Hi Power Mode
OFF timer
QUIET mode
HADA 3D-Airflow with 6 airflow patterns
ECO mode

Technical details
All wired remote controls can be combined
Automatic restart after power failure can be set
Refrigerant pipes can be connected from 2 sides
Must be installed in conjunction with the PMV kit 
without exception!
RBM-PMV0361UP-E PMV kit for indoor units, sizes 005, 
007, 009, 012
RBM-PMV0901UP-E PMV kit for indoor units, size 015, 
018



High-wall unit HAORI
Technical data     MMK-UP0051DHPL-E

Capacity code HP 0,6

Cooling capacity kW 1,70

Power consumption (min./nom./max.) kW 0,015

Heating capacity kW 1,90

Power consumption (min./nom./max.) kW 0,015

Airflow m³/h 300/370/455

Sound pressure level (low/med/high) dB(A) 25/27/29/31/33

Sound pressure level (low/med/high) dB(A) 25/27/29/31/33

Liquid pipe diameter mm (inch) 6,4 (¼)

Suction gas pipe diameter mm (inch) 9,5 (3/8)

Condensate pipe diameter mm VP16

Power supply V/Ph+N/Hz 220-240/1+N/50

Running current A 0,17

Running current A 0,17

Current consumption (nom.) A 0,17

Current consumption (max.) A 0,22

Refrigerant    R410A

Dimensions (HxWxD) mm 300 x 987 x 210

Weight kg 11

 Cooling     Heating

The measuring conditions for this product can be found at https://www.toshiba-aircondition.com/en/measuring-conditions.html



- High-wall unit HAORI

In order to make it easier for you to select the optimal product, you can find the description of the special TOSHIBA product 

functions for your model here:

Ultra Pure Filter: Filtration of 94% of particles up to 2,5 μm. Swing mode: Swing function of the louvers.

R410A: Used refrigerant: R410A. R32: Used refrigerant: R32.

Dust filter: Washable filter against coarse contamination. IAQ filter: Fine mesh filter with natural substances.

Ozone Air Purifier / Ionizer: Ozone molecules act against 
smells, viruses, bacteria and allergens.

Auto diagnostic: Check of system for flawless operation.

Week Timer: Up to four settings per day and seven per week. Automatic Restart: After a power blackout.


